
web: www.waterwitch.com
email: info@waterwitch.com

Tel: +44 (0) 151 207 4874
Fax +44 (0) 151 298 1366

Water Witch is a registered trademark.  Copyrights and patent rights are owned by Liverpool Water Witch Marine & Engineering Co Ltd. We reserve the
right to alter specifications listed in this brochure, and as such all information contained herein is for guidance only.

p
o
ll

u
ti

o
n

 c
o
n

tr
o
l 

&
 m

a
in

te
n

a
n

c
e
 w

o
r
k
b
o
a
ts

Mk. 2 / 3 Attachments

Weed Ripper

Collection basket
incorporating heavy duty
steel teeth for removing
floating, submerged and
emergent aquatic weed.
Max. reach below waterline
approx. 1.07m.

Mesh Scoop

General purpose collection
basket with 2.5m³ capacity.
Effectively handles both
small and large items of
debris & trash.

Dispersant Spray

Unit

Driven off vessel’s hydraulics.
Demountable spray arms.
Holds 600 litres of dispersant

Log Grapple

Versatile attachment with
extra hydraulic grab function
for handling large items
(trees / branches / etc).
Max. reach below waterline
approx. 1.07m, max, reach
above keel approx. 3.80m

Silt Bucket

General purpose buckets.
Available in range of sizes
to suit requirements for
digging and profiling.

Work Platform

Secure and stable access
platform. Safety toe rail and
gate.

Face Shovel
Loader attachment for light
dredging, digging and
profiling,  Max. reach below
waterline approx. 2.0m, max.
capacity 0.283m³

Cutter Bucket

Bucket incorporating 3.0m
wide hydraulically driven
blade for cutting and
collecting aquatic weed.
Bucket capacity 0.50m³. Max.
reach below waterline approx.
1.07m

Crane

Lifting duties up to
1000kg. Can also
accommodate a MOP unit for
oil recovery operations.

Double 4 (multi-

purpose) Bucket

System to allow vessel to
dig 3.65m below waterline
complete with multi-function
bucket for silt removal,
digging, grading and
riverbank profiling.  Bucket
capacity 0.57m³, breakout
2,360kg,

The unique Water Witch can operate a range of attachments from its powerful general purpose
front-end loader. A quick release system ensures tools are fitted in seconds.


